
Technical Data Sheet

H1 Bathroom - Fixed

Versions

Technical Specifications

General

Latch valve with IR sensorTechnology

Inlet: G1/2” 

Outlet: G1/2” 

Hydraulic connections

210,000 cycles

(real life test > 500.000 cycles)
Life test EN-15091

0.45 kgWeight

Temperature

55°CMax. inlet temperature

> 0ºCMin. inlet temperature

Pressure

10 bar (1 Mpa)Max. dynamic

0,5 bar (0,05 Mpa)Min. dynamic

3bar (0,3 Mpa)Recommended dynamic

> 35 bar (3,5 Mpa)Burst

Flow rate 

10,8 l/minClass A aerator

21,8 l/minFree flow

Description
The H1 electronic water valve is a single-inlet valve

designed for bathroom applications. It is compatible with

sensors and can be powered by batteries, an external

power supply, or both.

Features

− Fast response.

− Water saving feature: flow stops automatically after 

60s.

− Low pressure feature: valve can operate at low 

pressure pipelines.

− Different power options are available, covering a wide 

range of needs:

− DC: battery pack 4 x 1,5 V (AA).

− AC: wall plug.

− AC/DC: hybrid supply.

− Filter at the inlet included.

− Screws and anchors for wall mounting included.

Electronic water valve

Electrical parameters

6 V DCInput voltage

Yes (AC powered)Power cut-off protection

Yes (DC powered)Undervoltage protection
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H1 Fixed with G1/2” - G1/2” connection27EV000012

A
C H1 Fixed with G1/2” - G1/2” connection27EV000011

D
C H1 Fixed with G1/2” - G1/2” connection27EV000001
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Technical Data Sheet

Certifications

Electric Standards

EN 55014-1, EN 55014-2EMC

EN 60335-1SAFETY: 

Hydraulic Standards

EN-15091

Regional Standard

CE

UKCA

Technical Dimensions

Sanitary Standards (Ready for…)

ACS

KTW/W270 

WRAS

NSF61

Configurations detail

More information: www.sedal.com
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